
Manastash Creek at Clark-Yukert Bridge Site – Looking Downstream



Manastash Creek looking south - upstream side of bridge

Debris to be remove

Add riprap at wing wall



Manastash Creek looking at south wing wall - upstream side of bridge

Add riprap to bank toe at wing wall



Scour at footing

Gravel bar reducing bridge capacity

Manastash Creek looking upstream through bridge



Manastash Creek looking upstream from Clark-Yukert Bridge Deck

Gravel Bar to be removed/relocated



Manastash Creek looking downstream to Clark-Yukert Bridge from gravel bar



Manastash Creek looking downstream to Clark-Yukert Bridge

Debris to be remove

Gravel Bar to be removed/relocated

Scour at footings



Manastash Creek looking downstream to bridge

Gravel Bar to be removed/relocated

Debris to be remove



Manastash Creek looking north across stream to Yukert property

Use Gravel Bar material to Construct point bar along this shoreline



Manastash Creek looking downstream below bridge

Construct current deflector

from woody debris

Add riprap to bank toe



Add riprap to bank toe

Construct woody debris jam

(current deflector)



Move existing debris jam below bridge to the south bank and use  this material to 

construct a debris jam current deflector.  Open gravel plug at entrance to existing 

flood channel.

Manastash Creek looking downstream below bridge

Open gravel plug at entrance

to existing flood channel.



Manastash Creek looking upstream

Add riprap to bank toe

Construct current deflector

from woody debris



Optional – construct buried armored rock sill with spillway apron at driveway low point

to safely pass flood flows over roadway on south side of the bridge



Site Plan – Existing Conditions

Manastash Creek Clark-Yukert Bridge Site



Site Plan – Proposed Work

Manastash Creek Clark-Yukert Bridge Site

Note Cross-sections




